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The Virgo Group of companies constantly looks out for innovation and challenges in industry where it meets with its passion to
excel in whatever it does. Across all its group companies, manufacturing laminates, plywood, aluminum and ACP it maintains a
philosophy of reaching out to perfection, no matter what it takes, whether high-end resources or a superlative manpower.

Delhi Head Office

406, 4th Floor, Rectangle No. 1.
Behind Select City Mall,
District Centre Saket,

New Delhi-110017
PH.:-+91-98327 22222

Panchkula
Panchkula

Plot No. 49, Phase -1
Panchkula-134109.

Mob.: +91 70424 59222

E: pkl.acp@virgoasia.com

Kolkata

Godown No:-10, 284, Maharaja
Nanda Kumar Road, (North)
Alambazar, Baranagar

Jute Mill Compound,
Kolkata-700035

Mob: +91 81780 22755

E: kolkata.acp@virgoasia.com

Hyderabad

Dairy Farm Road, Tirumalgiri,
Satya Sai Enclave, Road No- 9,
H.NO-1-31-15/A, Secunderabad
Pin -500015, Telangana.
Mob.: +91 96765 67222

+91 86440 82222
E: hyd@Virgoasia.com

Guwahati

Katabari, East India Technosys
Pvt Ltd, A K Dev Road,
Garchuk, Guwahati,
Metropolitan - 781035

Mob.: +91 97069 53462

E: hyd@Virgoasia.com

Chandigarh

Plot No.-828, Industrial Area,
Phase-2, Chandigarh-160002
PH:- +91-172-4011111,
2639222,2639333
Fax:-+91-172-2639444

Lucknow

2,8/1 Mill Road Aishbagh Near
SBI Bank Lucknow-226004
Mob: +91 97945 98260

E: lucknow.acp@virgoasia.com

Indore

75/2/40 Lasudiya

Mori Dewas

Naka Indore-452010

Mob: +91 80127 62222

E: indore.acp@virgoasia.com

Chennai

S.NO.43/2B, Door.no.39 & 40,
MGR Road, Vadakarai,Puzhal,
Chennai- 600052

Tamil Nadu

Mob.: +91 91768 18123

E: brchennai.acp@virgoasia.com
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GUARANTEE TECHNOLOGY

Ahemdabad (Plant)

Kheda By Pass, At- Sokhda,
Tal- Matar, Dist-Kheda,
Gujarat-387570

E: acp@virgogroup.in

Jaipur

B-23 Sharma Colony Vistar
22 Godam Industrial Area,
jaipur-302019

Mob.: +91 87594 62222

E: jaipur@virgoasia.com

Mumbai

Godawan 12/b, Bldg No.h-5,
Shree Arihant Compound
Kalher, Bhiwandi Thane-421302
Mob.: +91 72890 94222

E: mumbai.acp@@virgoasia.com

Kochi

Address: 19/6-a, Puthiya Road,
Kangarappady

Choornikkara, Ernakulam,
State: Kerala-682021

Mob: +91 98083 42222

E: acpkerala@virgoasia.com

POWER BRANDS

PVDF
-

PVDF GREEN BUILDING
COATING. COUNCIL

Delhi

Khasra No. 63/9/2 Opp Metro
Pillar No. 592 Mundka

New Delhi-110041.

Mob.: +91 84102 62222

E: gmail-delhi@virgoasia.com

Ranchi

41. Kokar Industrial Area,
Kokar, P.S-Sadar, Jharkhand,
Ranchi-834001

Mob.: +91 89092 32222
Eranchi.acp@virgoasia.com

Bengaluru

Municipal No-2/1A, 3Rd Cross,
Mysore Road Bangalore-560026,
Karnataka

Mob: +91 70195 77204

E: bangalore@virgoasia.com

Patnha

Krisna Niketan,
Zero Mile, Patna, Bihar-800026
Mob.: +91 97715 77565

www.virgolam.com | For More Help: 98327 22222
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OUR PRODUCTS & CERTIFICATIONS
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588+

Distributors
Channel Nodes

3500+

Employees

24000+

Architect Interior
Designers

45+

Branches

32+ Years

of Expertise

200000+

Network Fabricators
and Carpenter across India
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Manufacturing
Plants

In access of

45000+

retail outlets across India

Production Capacity of

149+ Million

sg.mtr. Laminates Annually




3 VIRGO ALFA FR grade is used to create
A N TI FI R E firewall to protect the houses, high rise
buildings, hospitals, airports etc. A2 grade has
* % K * * FR GRADE ALUMINIUM COMPOSITE PANEL fireproof properties like metals.
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Recommended Fabrication Specification

Aluminium section should used in 2' X 2' standard size
Ideal panel size should be used in 2' X 2' standard size

Colour may vary from batch to batch AE5

APPLICATIONS PLACES Note: Virgo Premium Grade aluminium composite panels as per fire classification
EN-13501 Class-B1 is also available. It is recommended to clean the panel minimum 2
times in a year for better performance of ACP. The cleaning agent Ph should be 6to 8
and the panel cleaning done below 30° C temperature.

Public Facilities, Sun Protection System, Office Entry Portal, Windows, Playground

Facilities, Sports Facilities, Elevation, Duct Covering, Ceilings, Balcony, Pillars, Doors,

GCates, Ventilated Facades, Entrances, Fencing, Partitions, Railings, Outdoor Furniture Note: ACP expand with temperature changes - about 2.4 mm/m per 30°C. To prevent

& many more deformation and maintain performance, allow for movement using slotted holes,
flexible fixings, and expansion joints, especially in varying climates.
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PVDF COATING GIVES HIGH LEVEL OF PRECISION &
STRENGTH, AS WELL AS SUPERIOR PROTECTION
AGAINST HEAT & HARSH CHEMICALS INCLUDING
ACIDS, SOLVENTS AND BASES.

o R % Q VIRGO ALFA'S ADVANCE ALUMINIUM VIRGO ALFA FR GRADE HAS A SPECIALISED PRODUCT
{ g D, COMPOSITION MADE-UP OF HALOGEN FREE CHEMICALS
COMPOSITE PANELS HAVE THE ABILITY TO AND HAVING A FIRE RATING OF UPTO 2.5 HOURS. ANTI FADING
WITHSTAND EVEN THE SEVEREST WEATHER

VIRGO ALFA IS ALSO AVAILABLE IN AZ GRADE FR
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Clean Resistant Resistant Resistant Saving System




In a world where skylines shape ambition, strength
must wear the cloak of sophistication. Fach shade
tells a story — of resilience refined, of elegance

engineered, of class carved into every contour.




When Vision Finds
It’'s Form,
Structures Don't
Just Stand | hey
Speak.

Strength. Style. Class

Some buildings rise from the ground. Others rise
from a vision. For those who see architecture as art,
not construction, our ACP solutions are crafted to
translate ideas into identity. Every panel becomes a
brushstroke, every facade a signature.
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1¥3%2  kwe WHY CHOOSE VIRGO ACP

IDEAL ACP FOR EVERY VISION

LIGHT WEIGHT

VARIETY OF
FACADE OR PARTITIONS COLOURS & TEXTURES
CLADDING
DURABLE
INTERIORS SIGNAGE

EASY TO MAINTAIN

FLEXIBLE

COST EFFECTIVE

ACP



DISCOVER OUR LEGACY OF
INNOVATIVE DESIGNS AND
FUTURISTIC SOLUTION
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CORPORATE
PROFILE

To download the
Corporate profile
please scan the QR Code

CORPORATE
VIDEO

To watch the corporate video
please scan the QR Code

VIRGO ACP
PROJECTS

To view the projects done
please scan the OR Code

TEST
CERTIFICATES

To view the test certifications
please scan the QR Code

CORPORATE
APPROVAL

To view the Corporate
approvals please
scan the QR Code

VIRGO
CLADDING

To download Cladding Catalogue
please scan the QR Code

VIRGO
ACP

To download the
ACP Catalogue
please scan the QR Code

TECHNICAL SPECIFICATION

ELITE 7+

2440 X 1220 mm
Panel Dimension 3050 X 1220 mm
3660 X 1220 mm

Coating Thickness 25-28 i (2 COAT - 2 BAKE)/33-35 i (3 COAT - 3 BAKE)
Bottom Coat Thickness 5-7 MIC
Product Tolerance Panel length + 4mm, Panel width

+2mm, Panel thickness £ 0.2mm,
Coil thickness + 0.03 mm

SPECIAL REMARKS:-

e Shade variance may vary batch to batch.

e XXX, 3XXX, 5XXX series alloy is available as per demand.

e Images here are only for your reference and for representative purposes.

e Please contact a Virgo recognised dealer or local area sales representative for more details.
e Customized length available as per customer requirement.

e \We can provide customized shade as per Customer's requirement.

e We can provide customized coil Thickness from 0.10 to T mm.

e We can provide 6mm XHPL in all shades on an MOQ basis.

e These shades are provided for reference only; the actual supply shades may vary from lot to lot.

ACP




